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The NETGEAR® ProSafe JFS516 16-Port Fast Ethernet Switch and ProSafe JFS524-Port Fast Ethernet Switch provides you with a low-cost, high-performance network solution and are designed to support power workgroups operating at either 10 megabits per second (Mbps) or 100 Mbps.
Ethernet switches provide private, dedicated, lOMbps (or 100 Mbps) capacity to each connected PC/server or hub/workgroup segment, which is significantly higher than in a shared environment. The higher bandwidth enables the use of applications such as multimedia, imaging, video, or high-performance client-server functions among users who are spread out over the network.
With both the ProSafe JFS516 switch and the ProSafe JFS524 switch, improvement is accomplished very easily, with no change to the desktop (the network interface cards or software and the network wiring). As a result, the performance upgrade and the applications it enables are obtained very quickly and at a low cost.
Product Illustration
Front Panel of the ProSafe JFS516 Switch

Front Panel of the ProSafe JFS524 Switch
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10/100 Mbps ports

10/100 Mbps ports
Rear Panel of the ProSafe JFS516 Switch

Rear Panel of the ProSafe JFS524 Switch
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AC Power outlet

AC Power out
LEDs
The table below describes the activity of the LEDs.
	Label
	Color
	Activity
	Description

	PWR (Power)
	Green
	On
	Power is supplied to the Switch.

	
	
	Off
	Power is disconnected.

	Link /Activity
	Green
	Solid
	Valid Link on the port.

	
	
	Blinking
	Packet transmission or receiving on the port.

	100M
	Green
	On
	The port is operating in 100 Mbps mode.

	
	
	Off
	The port is operating in 10 Mbps mode.


